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[0024] FIG. 14 is a cross-sectional view of an image
sensor according to some example embodiments;

[0025] FIG. 15, FIG. 16, FIG. 17, FIG. 18, FIG. 19, FIG.
20, FIG. 21, and FIG. 22 are cross-sectional views of a
method of manufacturing an image sensor according to
some example embodiments;

[0026] FIG. 23 is a block diagram of a system including an
image sensor according to some example embodiments; and
[0027] FIG. 24 is a diagram of an electronic system and
interface including an image sensor according to some
example embodiments.

DETAILED DESCRIPTION OF THE
EMBODIMENTS

[0028] Example embodiments will now be described more
fully with reference to the accompanying drawings, in which
some example embodiments are shown. Example embodi-
ments, may, however, be embodied in many different forms
and should not be construed as being limited to the embodi-
ments set forth herein; rather, these example embodiments
are provided so that this disclosure will be thorough and
complete, and will fully convey the scope of example
embodiments of inventive concepts to those of ordinary skill
in the art. In the drawings, the thicknesses of layers and
regions are exaggerated for clarity. Like reference characters
and/or numerals in the drawings denote like elements, and
thus their description may not be repeated.

[0029] It will be understood that when an element is
referred to as being “connected” or “coupled” to another
element, it can be directly connected or coupled to the other
element or intervening elements may be present. In contrast,
when an element is referred to as being “directly connected”
or “directly coupled” to another element, there are no
intervening elements present. Other words used to describe
the relationship between elements or layers should be inter-
preted in a like fashion (e.g., “between” versus “directly
between,” “adjacent” versus “directly adjacent,” “on” versus
“directly on”). As used herein the term “and/or” includes any
and all combinations of one or more of the associated listed
items.

[0030] It will be understood that, although the terms
“first”, “second”, etc. may be used herein to describe various
elements, components, regions, layers and/or sections.
These elements, components, regions, layers and/or sections
should not be limited by these terms. These terms are only
used to distinguish one element, component, region, layer or
section from another element, component, region, layer or
section. Thus, a first element, component, region, layer or
section discussed below could be termed a second element,
component, region, layer or section without departing from
the teachings of example embodiments.

[0031] Spatially relative terms, such as “beneath,”
“below,” “lower,” “above,” “upper” and the like, may be
used herein for ease of description to describe one element
or feature’s relationship to another element(s) or feature(s)
as illustrated in the figures. It will be understood that the
spatially relative terms are intended to encompass different
orientations of the device in use or operation in addition to
the orientation depicted in the figures. For example, if the
device in the figures is turned over, elements described as
“below” or “beneath” other elements or features would then
be oriented “above” the other elements or features. Thus, the
term “below” can encompass both an orientation of above
and below. The device may be otherwise oriented (rotated 90
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degrees or at other orientations) and the spatially relative
descriptors used herein interpreted accordingly.

[0032] The terminology used herein is for the purpose of
describing particular embodiments only and is not intended
to be limiting of example embodiments. As used herein, the
singular forms “a,” “an” and “the” are intended to include
the plural forms as well, unless the context clearly indicates
otherwise. It will be further understood that the terms
“comprises”, “comprising”, “includes” and/or “including,”
if used herein, specify the presence of stated features,
integers, steps, operations, elements and/or components, but
do not preclude the presence or addition of one or more other
features, integers, steps, operations, elements, components
and/or groups thereof. Expressions such as “at least one of,”
when preceding a list of elements, modify the entire list of
elements and do not modify the individual elements of the
list.

[0033] Example embodiments are described herein with
reference to cross-sectional illustrations that are schematic
illustrations of idealized embodiments (and intermediate
structures) of example embodiments. As such, variations
from the shapes of the illustrations as a result, for example,
of manufacturing techniques and/or tolerances, are to be
expected. Thus, example embodiments should not be con-
strued as limited to the particular shapes of regions illus-
trated herein but are to include deviations in shapes that
result, for example, from manufacturing. For example, an
etched region or an implanted region illustrated as a rect-
angle may have rounded or curved features. Thus, the
regions illustrated in the figures are schematic in nature and
their shapes are not intended to illustrate the actual shape of
a region of a device and are not intended to limit the scope
of example embodiments.

[0034] Unless otherwise defined, all terms (including tech-
nical and scientific terms) used herein have the same mean-
ing as commonly understood by one of ordinary skill in the
art to which example embodiments belong. It will be further
understood that terms, such as those defined in commonly-
used dictionaries, should be interpreted as having a meaning
that is consistent with their meaning in the context of the
relevant art and will not be interpreted in an idealized or
overly formal sense unless expressly so defined herein.
[0035] Although corresponding plan views and/or per-
spective views of some cross-sectional view(s) may not be
shown, the cross-sectional view(s) of device structures illus-
trated herein provide support for a plurality of device
structures that extend along two different directions as
would be illustrated in a plan view, and/or in three different
directions as would be illustrated in a perspective view. The
two different directions may or may not be orthogonal to
each other. The three different directions may include a third
direction that may be orthogonal to the two different direc-
tions. The plurality of device structures may be integrated in
a same electronic device. For example, when a device
structure (e.g., a memory cell structure or a transistor
structure) is illustrated in a cross-sectional view, an elec-
tronic device may include a plurality of the device structures
(e.g., memory cell structures or transistor structures), as
would be illustrated by a plan view of the electronic device.
The plurality of device structures may be arranged in an
array and/or in a two-dimensional pattern.

[0036] FIG. 1 is a schematic plan view of an image sensor
10 according to some example embodiments. FIG. 2 is a
block diagram of some elements of the image sensor 10.



